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CODE OF PRACTICE FOR 

PACKAGING OF SEWING MACHINE 

FOR HOUSEHOLD PURPOSES 

0. FOREWORD 

0.1 This Indian Standard was adopted by the Indian Standards Institution 
on 31 January 1977, after the draft finalized by the Packaging of Engineering 
Goods Sectional Committee had been approved by the Marine, Cargo 
Movement and Packaging Division Council. 

0.2 Sewing machines are precision machines, which unless packed properly 
may sustain damage. At present there exist a few modes of packaging 
these machines for both inland transport as well as for export. In order to 
establish a uniform pattern of packaging for surface transport as well as to 
ensure proper protection of the contents of the package, it has been felt 
necessary to formulate this code. 

0.3 In preparing this standard, assistance has been derived from 
JIS Z 0705 : 1960 Packaging of household sewing machines for export, issued 
by the Japanese Industrial Standards Committee. 



1. SCOPE 

1.1 This standard prescribes the practice recommended for packaging of 
household sewing machines and accessories, if any. 

2. TERMINOLOGY 

2.1 For the purpose of this standard, the definitions given in IS : 6903-1973*, 
IS : 7186-1973f and IS : 6703-1972J shall apply. 

3. METHOD OF PACKAGING 

3.1 General 

3.1.1 The mode of packaging shall be as agreed between the purchaser 
and the supplier. 

*Glossary of terms relating to sewing machines for household purposes. 
fGlossary of terms relating to paper and flexible packaging. 
^Glossary of wooden packaging terms. 
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3.1.2 The complete machine shall be constituted of: 

a) head assembly comprising of all parts except the base or table 
assembly and stand sub-assembly but including the accessory box 
and the hand attachment ( if supplied with the head ) ; 

b) base, cover or table components/sub-assemblies; and 

c) stand components/sub-assemblies. 

3.1.3 Sewing machines shall be packed in either of the following: 

a) Corrugated fibreboard boxes, 

b) Wooden cases, 

c) Battened plywood cases, or 

d) Any other case of suitable design and construction. 
3.2 Condition of Packing 

3.2.1 Unit packing of the head assembly, base, cover, table, stand 
sub-assembly shall be such as to prevent dust, moisture, etc, entering inside 
by use of suitable packing materials as provided in 4.1. 

3.2.2 The head assembly and the accessories shall be held firmly inside 
the packing boxes to avoid shifting during transportation. 

3.2.3 In case the head assembly/accessories are packed in corrugated 
fibreboard boxes, the flaps shall be closed by gummed paper tape or any 
other suitable material. Alternatively, the flaps may be stapled. 

3.2.4 The boxes/cases shall be strapped properly. 

3.2.5 An anti-rust protection shall be given to the head assembly either 
at the time of packing, or at any stage of its manufacture, prior to packing. 

3.2.6 All loose parts shall be suitably wrapped to avoid damage in 
transit. 

3.2.7 The above stipulations shall apply to multi-unit packing also. 

4. MATERIALS 

4.1 The specifications of packing materials to be used shall be as given in 
Table 1. 

4.1.1 The packing materials for export cargos shall be checked for 
conformity to the regulations imposed by importing countries. 
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TABLE 1 PACKING MATERIALS 




(Clause 4.1 ) 


Sl 
Mo. 


Functions Material 


i) 


Wrapping: 




Packing paper Kraft paper as per IS : 135 



Waterproof packing paper as per IS : 1398- 
I968J 

Waxed paper as per IS : 3962-1967 J 

Polyethylene as per IS : 2508-1963§ 
( Bags or sheet ) 

Bitumen impregnated paper as per 
IS: 5134-1969|j 

Oil paper, gracin paper 



ii) Inside packing: 

a) Shockproof materials 



b) Rust prevention 

c) Moisture absorbent 



Felt as per IS: 1719-19691 

Specially corrugated fibreboard 

Wood wool as per 18:1707-1960** or 
similar material 

Polyurethane foam as per IS:8255-1976tf 

Expanded polystyrene as per IS : 4671- 
1968£J (except for thermal conductivity 
requirements) 

Spindle oil, grease, etc 

Silica gel as per IS : 3401-1970§§ 



*Specification for kraft paper ( first revision ). 

f Specification for packing paper, waterproof, bitumen-laminated {first revision). 

^Specification for waxed paper for general packaging. 

§Specification for low density polyethylene films. 

[|Specification for bitumen impregnated paper and board. 

% Specification for felt, woollen ( first revision ). 
**Specification for wood wool for general packaging purposes. 
tfSpecification for flexible load bearing polyurethane foam components for 
vehicles. 

it Specification for expanded polystyrene for thermal insulation purposes. 
§§Specification for silica gel ( first revision ). 

( Continued ) 



IS : 8355 - 1977 



TABLE 1 PACKING MATERIALS — Contd 

Sl Functions Material 

No. 

iii) Outside packing: 

a) Wooden packing cases As per IS : 1503-1967* 

b) Fibreboard box As per IS:2771 (Part II)-1975t 

c) Battened plywood cases As per IS: 2674- 1964 J 

d) Iron straps Box strappings as per IS : 5872-l973§ 

e) Flexible non-metallic Rayon or nylon cord strap 

f) Seal tape As per IS : 2880-1971 1| or IS : 3676-19661 

Note — For proper protection, materials corresponding to at least two functions 
shall be used as each package. 

•Specification for wooden packing cases ( first revision ). 

f Specification for fibreboard boxes, Part II Solid fibreboard boxes ( first revision). 

^Specification for plywood cases — battened construction. 

§Specification for cold rolled steel strips ( box strappings ) ( first revision ). 

IJSpecification for pressure sensitive adhesive cellulose tape ( first revision ). 

'([Specification for pressure sensitive adhesive PVC tapes. 

5. SAMPLING AND TESTING 

5.1 Sampling — Representative samples of the packed boxes shall be drawn 
from the lot for testing. The sampling plan shall be as agreed between 
the purchaser and the supplier. 

5.2 Testing — The packed box shall be subjected to the following type tests 
as per the requirements prescribed: 

a) Rolling Test — as per IS : 7028 (Part V)-1973*. 

b) Drop Test — to be tested for drop resistance on all six sides as 
well as on all corner of the box from a height of 1 metre in 
accordance with the procedure in IS : 7028 (Part IV)-1974f. 

c) Stack Load Test — as given in IS : 7028 (Part I)-1973j. The 
number of similar boxes/cases above the case under test shall be 
such as ( keeping in view the maximum heights admissible in 
transportation by various modes ) to obtain a total height of: 

1) 2 metres for corrugated boxes, and 

2) 4 metres for wooden packing cases. 



♦Performance tests for complete, filled transport packages: Part V Rolling test. 
fPerformance tests for complete, filled transport packages: Part IV Vertical impact 
drop test. 
^Performance tests for complete, filled transport packages: Part I Stack load test. 
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d) For Marine Cargo, Water Spray Test — as given in IS : 7028 
(Part VIII)-1974* or salt spray test as given in 5.2 of IS : 2074- 
1962f as agreed between the supplier and the purchaser. 

5.2.1 The test shall be carried out on separate samples, unless otherwise 
agreed between the supplier and the purchaser. 

5.3 Criteria of Conformity — The tested package shall be opened to 
examine the contents of the package and the box shall be deemed to have 
passed the requirements if: 

a) there is no physical deformation which in turn might cause 
deterioration to the declared performance of the sewing machine; 

b) there is no physical damage to the finish either on the sewing 
machine or on the components; and 

c) electrical connections, if any, are intact. 

6. MARKING 

6.1 Unless otherwise specified by the purchaser, the following information 
shall be legibly stencilled or printed on the outside of the box: 

a) Name and trade-mark of the supplier; 

b) Particulars, indicating the name of the item, model, colour, etc; 

c) Number of sewing machines/accessories in the box; and 

d) Handling instructions, if any ( like do not drop, this side up, etc ) 
as given in IS: 1260 (Part II)-1973J. 



* Performance tests for complete, filled transport packages: Part VIII Water spray test, 
f Specification for ready mixed paint, red oxide-zinc chrome, priming. 
JPictorial markings for handling and labelling of goods: Part II General goods 
( first revision ). 
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